Accessory Machine-
Mold Flipper 180

Accessory Machine-
Mold Flipper 90

- Hydraulic cylinder driven, very safe to flip the mould by 90 degree

-Saves time, manpower and Operator’s fatigue

-The tables can rest at 180 degree

-Does not require any dedicated space to keep the machine as the complete Hydraulic system can be accommodated in pit and the mould maintenance can be

done while the mould is kept on the table.

PFM-5T PFM-10T PFM-15T PFM-20T PFM-30T PFM-50T

Electrical Motor Driven
Economical and free Maintenance

Save time, Manpower and operator's fatigue
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Model
Optional 1:yellow bar < Weight of Mach KG
Optional 2:Forklift Groove < £lgt of Machine (KO) 20 100 150 200 200 500
Optional 3:Hook < | L(mm) 2800 3100 3600 3800 4200 6000
Optional 4:Tapped Hole ¢———— d
L1(mm) 400 400 500 500 500 700
H(mm) 350 450 450 530 530 630
del SXKH-5T SXKH-10T SXKH-15T SXKH-20T SXKH-30T SXKH-50T e —
Mode W(min) 1250 1400 1650 2000 2200 3000
Overturn Capacity (KN) 50 100 150 200 300 500 A(mm) 1100 1300 1500 1600 1800 2600
Table Height H1(mm) 605 730 730 860 985 985 Power(KW) 15 3 4 55 11 18
Table Size AxB (mm) 11001250 1300x1400 1500x1650 1600x2000 1800x2200 2010x2500 Weight of Machine (KG) 4,000 4,500 5,000 10,000 15,000 19,000
Motor Power 1.5KW 3KW 4KW 5.5KW 11KW 15KW
Center Size C 410 495 495 610 670 670
[ TR R T el | 1750x1250 x1800 | 1900x1450x2150 | 1950x1650x2350 | 2300x2050 x2600 | 2650x2250x2900 | 2650x2250 x3100 e - 3 3 Fs 5
Weight of Machine (KG) 1,600 2,500 2,800 5,200 9,000 12,000 = § 3

5.Mold turn to 90°

6.Left Platen Turn Down

3.Mold loading

7.Turndown to 90°

4.Reversing Mold

R

8.Mold Unloading
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